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Our Danley™ product range is 
specifically developed to solve  
problems faced by the industry in 
the design and construction of 
concrete flooring applications.
With a history spanning almost 30 years, the 
Danley™ brand is synonymous with delivering 
iconic engineered joint management systems 
that address and overcome many common 
challenges in the design and construction of 
durable, maintenance-free and safe concrete 
hardstands, floors and pavements. Joint failure 
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leading to random cracking, spalling and differential 
deflection of industrial and residential concrete 
flatwork are the most frequent sources of complaints 
from asset owners, developers and councils.

A properly designed concrete slab that will perform 
well under material handling equipment (MHE} 
must include products that provide optimum load 
transfer and joint edge protection. Our products 
and systems are designed for these vital functions 
providing durable floors and pavements with spall-
free joints and greatly reduced random cracking.

Danley™ also offers the construction industry’s 
most comprehensive range of plastic chairs and 
spacers for reinforcing mesh & bar that save 
time, effort and help deliver concrete floors and 
pavements of uniform quality and concrete cover.

Overview

Product Catalogue | Danley™ AUS & NZ2

Reid™ Chairs & Spacers	 | 39- 41
•	 Reid™ Mesh Chairs
•	 Reid™ Fast Clip Bar Chairs
•	 Reid™ Deck Rail
•	 Reid™ Top Deck Chairs
•	 Reid™ Bottom Deck Spacers
•	 Reid™ Panel Bar Chairs
•	 Reid™ Circular Spacers

Construction  
Safety Caps		  | 43
•	 Danley™ LifeGuard™
•	 Danley™ ReoSok™
•	 Danley™ BarGuard

Expansion Joint Systems
Miska™ Retail Joints	 | 29

•	 AC Series

•	 MF Series

•	 RW Series

Miska™ Car Park Joints	 | 31

•	 CP Series

•	 ACHD Series

•	 SP Series

Whether its the concrete surface 
you work on, walk on, or ride on - 
Danley™ products are an integral 
component in ensuring concrete 
floors and pavements are safe, 
durable, and sustainable. 



Load Transfer
Systems

Joint failure and random cracking of industrial 
floors are the two most frequent sources of 
frustration for both tenants and asset owners. 
A well designed and durable industrial concrete floor that will 
perform under load must include a load transfer system which limits 
differential deflection, provides spall-free joints and greatly reduces 
random cracking. Danley™ provides engineered load transfer systems 
for expansion, construction and contraction joints used in concrete 
slab-on-ground hardstands, pavements and flooring applications.
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Concreter Benefits 
•	 Speed and accuracy of dowel 

placement.
•	 Lowest placement cost.
•	 Ensures the flattest floors at the joint.
•	 Double-headed nails retain sleeve 

during formwork removal.
•	 Greater satisfaction from 

stakeholders.

Engineering Benefits 
•	 Complies with TR34 (4th Edition) 

load capacity at 20mm joint width.
•	 Allows for perpendicular and 

parallel differential shrinkage.
•	 Diamond shape reduces 

risk of restraint.
•	 Limits slab deflection to ACI360R-10.
•	 Sleeve provides expansion 

capacity of 5mm.

Asset Protection Benefits 
•	 Reduces floor maintenance 

and downtime costs over the 
life-cycle of the facility.

•	 Reduces wear and tear on tenant’s 
material handling equipment.

•	 Provides a smoother floor surface at the 
joints which ensures tenant efficiency.

•	 Increase tenant satisfaction 
and return on investment.

Product Description
Diamond™ Dowels are a plate dowel and sleeve system designed 
for construction joint applications in concrete slabs and pavements. 
Diamond™ Dowels are designed as a fast fix system that provides 
load transfer across the joint and minimises differential deflection 
between adjacent slab panels. 

Diamond™ Dowels provide a low in-place cost solution by eliminating 
the need for the drilling or processing of formwork that is required with 
traditional round and square dowel systems. Diamond™ Dowels attach 
directly to wooden formboard or metal formwork plates and come pre-
packaged with all components ready for installation.

New! Diamond™ Dowel 20mm is designed for construction joints in 
heavy duty concrete slabs, hardstands and pavements including airport 
runways, roads, ports & wharves and docks.

Simplifies form removal, can also be integrated into 
formwork systems including Danley ArmourMate™

Features
•	 Available in 3 dowel sizes: 6mm, 10mm and 20mm.

•	 Standard Diamond™ Dowel plates are manufactured 
from steel to AS/NZS 3679.1 Grade 300.

•	 Maximises surface area at the joint.

•	 Nailing flange provides secure attachment to formboards.

•	 Double-headed nails help retain the sleeve in the 
concrete when stripping the formboards. 

•	 Sleeve system ensures the dowel is perpendicular 
to the formboard and is stable.

•	 Sleeves moulded from durable,  
non-compressible plastic.

•	 Hot-dip galvanised steel to AS/NZS 4680.

Diamond™
Dowel

Product Code Dowel Thickness (mm) Finish Pack Size Pack Weight (kg)

DDSLPL06X110B 6 Black 25 15.3

DDSLPL06X110G 6 Galv. 25 15.6

DDSLPL10X110B 10 Black 15 15.1

DDSLPL10X110G 10 Galv. 15 15.2

DDSLPL20G 20 Galv. 7 14.2

DDSLPL06X110BPK 6 Black 500 270

DDSLPL06X110GPK 6 Galv. 500 280

DDSLPL10X110BPK 10 Black 500 430

DDSLPL10X110GPK 10 Galv. 500 450

DDSLPL06X110S 6 316 SS. 1* 0.7

DDSLPL10X110S 10 316 SS. 1* 1.0

*Stainless Steel Diamond™ Dowel sold individually.

Technical Data

Component  Dimension 
(mm) Material Type

Material Standard Yield Stress 
(MPa)

Tensile Strength 
(MPa)

Black Galv Stainless 
Steel Steel Stainless 

Steel Steel Stainless 
Steel

6mm Plate 300
Grade Steel

316 
Grade SS

AS/NZS 
4680:2006 ASTM A240

205 51510mm Plate 300
Grade Steel

316 
Grade SS

AS/NZS 
4680:2006 ASTM A240

20mm Plate 20 x 114 SQ. 300
Grade Steel  - AS/NZS 

4680:2006  -

Material Technical Data

Load Transfer Systems Diamond™ Dowel TM
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Product Specifications

NEW  
from Danley™

TR34 (4th Edition)
Compliant

Danley™ Diamond™ Dowels comply with the 
requirements of TR34 (4th Edition) providing 
load capacity at 20mm joint width.

To learn more, visit us at danley.com.au

Trade Benefits

Designed for the rigours of onsite construction, the Danley™ Diamond™ Dowel Trade Pack 
is a sturdy, durable and easy to carry carton that is work-site tough.



Product Description
The PD3™ Tapered and Sleeveless Plate Dowel Cradles which 
provides the world’s best performance in limiting joint 
deflection under load, is now available with RynoBar™
The PD3™ Dowel Cradle with RynoBar™ provides the highest level of 
deflection control that meets the requirements of ACI Standards, that 
limits joint spalling, facilitates load transfer and provides the lowest risk 
of restraint to ensure the best serviceability outcome for the slab design. 

The use of the PD3™ Dowel Cradle System extends the life-cycle of 
the floor to provide the highest level of floor efficiency for tenants 
and the highest return on investment for the asset owner.

PD3™ Dowel Cradle
with RynoBar™

Concreter Benefits:
•	 Speed and accuracy of 

dowel placement.

•	 Lowest placement cost. RynoBar™  
eliminates the need to cut travel bars.

•	 Pour through capability.

•	 Greater stakeholder satisfaction.

•	 Wider sweet spot for saw cut placement  
provides greater tolerance for accuracy.

Asset Protection Benefits:
•	 Reduces the risk of spalling damage  

to the concrete at the joints.

•	 Reduces maintenance & 
downtime costs.

•	 Provides a smoother surface  
at the joints.

Engineering Benefits:
•	 Provides highest performance in 

controlling joint deflection.
•	 Compliance with ACI 360R-10, design 

recommendations, limits differential 
deflection under load to <0.25mm.

•	 The RynoBar™ is designed to yield at <1kN 
eliminating the risk of restraint.

•	 Galvanised finish to AS/NZS 4680.
•	 Accuracy of dowel placement ensures the 

most effective load transfer performance.
•	 A wider sweet spot for saw cut placement 

mitigates install error and reduces the risk 
of restraint.

PD3™ Dowel Cradle Range
The full range of Danley™ PD3™  Plate Dowel Cradles are 
delivered to site, fitted with RynoBar™ travel bars. 

PD3™  
6mm

PD3™  
10mm

PD3™  
20mm

         Features
•	 The PD3™ Dowel Cradle features a plate dowel with bond breaker, 

 allowing concrete to steel contact.
•	 The PD3™ Dowel Cradle utilises a tapered plate dowel that allows lateral 

movement without the use of a plastic sleeve.
•	 The wire cradle construction ensures the accurate placement and alignment  

of the plate dowels at the correct centres and height within the slab.
•	 Hot-dip galvanised plate dowels to AS/NZS 4680.

          Advantages
•	 No plastic sleeves required.
•	 Direct concrete to steel contact allows superior load deflection control.
•	 Engineered to meet Super Flat Floor (SFF) requirements of ACI360R-10.
•	 The use of the PD3™ Dowel Cradle creates a lateral and longitudinal movement void.
•	 Faster install: RynoBar™ eliminates the need to cut travel bars and reduces the risk of restraint.
•	 Provides fast and accurate horizontal and vertical placement.

Load Transfer SystemsPD3™ Dowel CradleTM
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The full range of Danley™ PD3™  Plate Dowel Cradles are 
delivered to site, fitted with RynoBar™ travel bars. 

Part Description UOM Length  
(m)

Pack  
Qty

Cradle 
Weight 

(kg)

PD306450125BLK PD3™ Cradle 06mm @ 450 centres to suit 120-135mm Slab - Black Dowels EA 3 25/50 8

PD306450125G PD3™ Cradle 06mm @ 450 centres to suit 120-135mm Slab - Galv Dowels EA 3 25/50 8

PD306450150B PD3™ Cradle 06mm @ 450 centres to suit 140-160mm Slab - Black Dowels EA 3 25/50 8

PD306450150G PD3™ Cradle 06mm @ 450 centres to suit 140-160mm Slab - Galv Dowels EA 3 25/50 8

PD306450175B PD3™ Cradle 06mm @ 450 centres to suit 165-185mm Slab - Black Dowels EA 3 25/50 8

PD306450175G PD3™ Cradle 06mm @ 450 centres to suit 165-185mm Slab - Galv Dowels EA 3 25/50 8

PD306450200B PD3™ Cradle 06mm @ 450 centres to suit 190-210mm Slab - Black Dowels EA 3 25/50 8

PD306450200G PD3™ Cradle 06mm @ 450 centres to suit 190-210mm Slab - Galv Dowels EA 3 25/50 8

PD310450150B PD3™ Cradle 10mm @ 450 centres to suit 140-160mm Slab - Black Dowels EA 3 25/50 11

PD310450150G PD3™ Cradle 10mm @ 450 centres to suit 140-160mm Slab - Galv Dowels EA 3 25/50 11

PD310450175B PD3™ Cradle 10mm @ 450 centres to suit 165-185mm Slab - Black Dowels EA 3 25/50 12

PD310450175G PD3™ Cradle 10mm @ 450 centres to suit 165-185mm Slab - Galv Dowels EA 3 25/50 12

PD310450200B PD3™ Cradle 10mm @ 450 centres to suit 190-210mm Slab - Black Dowels EA 3 25/50 12

PD310450200G PD3™ Cradle 10mm @ 450 centres to suit 190-210mm Slab - Galv Dowels EA 3 25/50 12

PD320300250G PD3™ Cradle 20mm @ 300mm centres to suit 225-275mm slab - Galv  (1.2mtr = 4 dowels) EA 1.2 15 13

PD320300300G PD3™ Cradle 20mm @ 300mm centres to suit 280-330mm slab - Galv  (1.2mtr = 4 dowels) EA 1.2 15 13

PD320400360G PD3™ Cradle 20mm @ 400mm centres to suit 340-390mm slab - Galv  (1.6mtr = 4 dowels) EA 1.6 15 16

PD320400425G PD3™ Cradle 20mm @ 400mm centres to suit 400-450mm slab - Galv  (1.6mtr = 4 dowels) EA 1.6 15 16

Load Transfer Systems PD3™ Dowel Cradle TM

Product Specifications

Material Technical Data

Component Dimension 
(mm) Material Type Material 

Standards
Steel Grade 
Equivalent

Yield 
Stress

Tensile 
Strength 

(MPa)

Standards 
Compliance

6mm PD3™  Dowel 6 x 300 Cold Drawn Steel Q345 ≥Grade 300 345 MPa 550 AS/NZS 3679.1

10mm PD3™  Dowel 10 x 300 Cold Drawn Steel Q345 ≥Grade 300 345 MPa 550 AS/NZS 3679.1

20mm PD3™  Dowel 20 x 300 Cold Drawn Steel Q445 ≥Grade 300 345 MPa 550 AS/NZS 3679.1

Wire Cage Ø5.4 Hard Drawn Wire AS/NZS 4671 Grade 500L 500 MPa 650 AS/NZS 4671

RynoBar™ Ø12.5 Polypropylene  -  - <1kN  -  -

Galvanising - Hot Dipped Galv AS/NZS 4680  -  -  - AS/NZS 4680
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Technical Data

Trade Benefits

NEW  
from Danley™

ACI 360R-10 
Compliant

PD3™ Dowel Cradle with RynoBar™ complies with ACI 360R-10, design 
recommendations. Limits differential deflection under load to <0.25mm.

To learn more, visit us at danley.com.au

For more information on the complete range of PD3™ Dowel Cradles, 
please contact our Danley™ Customer Service team.



Flanged
Dowel Box

Description
Flanged Dowel Boxes are multi-directional metal sleeves 
supplied with high capacity square dowels. They are 
designed for attachment to metal or wooden formwork by 
use of the integral nailing flange and location marks.

Flanged Dowel Boxes make allowance for initial 
shrinkage and then provide capacity for the ongoing 
thermal expansion and contraction of the joint as well as 
catering for excess lateral movement between adjacent 
and intersecting slab panels. Flanged Dowel Boxes 
are designed for construction joints in slab-on-ground 
applications and are available in a range of standard sizes.

Features
•	 Integral nailing flange for fast fit attachment to formwork.

•	 Chalk line marks are integrated in the flange 
to mark centre-line position.

•	 Large lateral movement capacity (minimum 
of 20mm either side of the dowel).

•	 Large expansion joint capacity (20mm standard).

•	 Supplied in kit form with a friction cut square 
dowels to AS/NZS 3679.1, Grade 300.

•	 Galvanised box with hot dip galvanised dowels.

Simplifies form removal, can also be integrated into 
formwork systems including Danley™ Plate 85 ArmourMate™

Asset Protection Benefits:
•	 Maintains alignment of slab panels 

to reduce joint damage.
•	 Reduces floor maintenance and downtime 

costs over the life-cycle of the facility.
•	 Reduces wear and tear on tenants 

materials handling equipment.
•	 Provides a smoother floor surface at the 

joints which ensures tenant efficiency.

Engineering Benefits:
•	 Allows for large lateral movement.
•	 Allows for bilateral and diagonal 

shrinkage at intersections.
•	 Suits high movement slab-on-ground joints.
•	 Enables high load carrying capacity.
•	 Boxes fully enclosed to prevent 

concrete slurry ingress.

•	 Grade 300 materials.

Concreter Benefits:
•	 Eliminates drilling or 

processing of formwork.
•	 Integral nailing flange for fast fit 

attachment to formwork.
•	 Chalk line marks are integrated in the 

flange to mark centre-line position.
•	 Reduces sleeve knock off 

during mesh placement.

Part Description UOM Pack Qty Weight (kg)

DWLFLKIT16X220G Dowel Flanged Box Kit 220mm box with 16 x 400mm Galv Dowel - 20mm Foam EA 1 1

DWLFLKIT20X220G Dowel Flanged Box Kit 220mm box with 20 x 400mm Galv Dowel - 20mm Foam EA 1 2

DWLFLKIT20X220G40 Dowel Flanged Box Kit 220mm box with 20 x 400mm Galv Dowel - 40mm Foam EA 1 2

DWLFLKIT20X270G Dowel Flanged Box Kit 270mm box with 20 x 500mm Galv Dowel - 20mm Foam EA 1 2

DWLFLKIT25X220G Dowel Flanged Box Kit 220mm box with 25 x 400mm Galv Dowel - 20mm Foam EA 1 3

DWLFLKIT25X220G40 Dowel Flanged Box Kit 220mm box with 25 x 400mm Galv Dowel - 40mm Foam EA 1 3

DWLFLKIT32X270G Dowel Flanged Box Kit 270mm box with 32 x 500mm Galv Dowel - 30mm Foam EA 1 7

DWLFLKIT40X220G Dowel Flanged Box Kit 220mm box with 40 x 400mm Galv Dowel - 35mm Foam EA 1 6

Load Transfer SystemsFlanged Dowel BoxTM
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Load Transfer Systems Round Dowels TM

Trade Benefits

Round Dowels

Round Dowels & Sleeves

Part Description UOM Pack Qty Weight (kg)

DWLRN16X400G Dowel Round 16mm x 400mm - Galv EA 1 1

DWLRN16X500G Dowel Round 16mm x 500mm - Galv EA 1 1

DWLRN16X600G Dowel Round 16mm x 600mm - Galv EA 1 1

DWLRN20X400G Dowel Round 20mm x 400mm - Galv EA 1 1

DWLRN20X500G Dowel Round 20mm x 500mm - Galv EA 1 1

DWLRN20X600G Dowel Round 20mm x 600mm - Galv EA 1 2

DWLRN24X450G Dowel Round 24mm x 450mm - Galv EA 1 2

DWLRN33X450G Dowel Round 33mm x 450mm - Galv EA 1 3

Round Dowels:
•	 Available in 16, 20, 24 

and 33mm standard 
dowel sizes.

•	 Dowels made from 
AS/NZS 3679.1, 
Grade 300 steel.

Speed Sleeve™ & Nail Plates
Part Description UOM Pack Qty Weight (kg)

DWLSPDSLV16X240 Dowel Speed Sleeve™ 16mm x 240mm EA 100 6

DWLSPDSLV16X310 Dowel Speed Sleeve™ 16mm x 310mm EA 100 7

DWLSPDSLV20X240 Dowel Speed Sleeve™ 20mm x 240mm EA 100 8

DWLSPDSLV20X310 Dowel Speed Sleeve™ 20mm x 310mm EA 100 10

DWLSPDSLV24X240 Dowel Speed Sleeve™ 24mm x 240mm EA 100 8

DWLSPDSLV24X310 Dowel Speed Sleeve™ 24mm x 310mm EA 100 10

DWLSPDSLV33X240 Dowel Speed Sleeve™ 33mm x 240mm EA 50 10

DWLSPDSLV33X310 Dowel Speed Sleeve™ 33mm x 310mm EA 50 12

DWLSPDSLVNAIL16 Dowel Speed Sleeve™ Nailing Plate 16mm - Green EA 100 2

DWLSPDSLVNAIL20 Dowel Speed Sleeve™ Nailing Plate 20mm - Red EA 100 3

DWLSPDSLVNAIL24 Dowel Speed Sleeve™ Nailing Plate 24mm - Brown EA 100 3

DWLSPDSLVNAIL33 Dowel Speed Sleeve™ Nailing Plate 33mm - Blue EA 50 3

Speed Sleeve™:
•	 Suitable for round 

dowels only.

•	 Available for 16, 20 , 24 
and 33mm diameter 
round dowels.

•	 Standard lengths 
of 240 and 310 to 
suit 450 and 600mm 
long dowels.

•	 Speed Sleeve Nailing 
Plate sold separately.

Expansion Caps
Part Description UOM Pack Qty Weight (kg)

BEXCAP12 Expansion Cap for Dowels 12mm EA 100 3

BEXCAP1620 Expansion Cap for Dowels 16-20mm EA 100 4

BEXCAP24 Expansion Cap for Dowels 24mm EA 100 4

DWLEXPCAPMULTI Round Dowel Extension Caps 24-36mm EA 100 6

Expansion Caps: 

•	 A rigid plastic cap that 
allows a minimum 
of 10mm expansion 
capacity on various 
sized round dowels.

Dowelsert™
Part Description UOM Pack Qty Weight (kg)

DSR16 Dowelsert to Suit 16 Diameter Round Bar (Pack 25) EA 25 2

DSR20 Dowelsert to Suit 20 Diameter Round Bar (Pack 25) EA 25 2 Dowelsert™:
•	 Made from high-

density black 
Polypropylene.

•	 Provides up to 10mm 
expansion capability.

To learn more, visit us at danley.com.au To learn more, visit us at danley.com.au
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PD3™ Tapered Plate Dowel Cradles

Now fitted with the RynoBar™ Travel Bar System 

AUS: sales@danley.com.au  1300 DANLEY (1300 326 539)
NZ: sales@ramsetreid.co.nz 0508 DANLEY (0508 326 539)

TMwww.danley.com.au  

The RynoBar™ is a 
patented, plastic 

Travel Bar designed 
with a yield point of 

<1kN in early concrete 
shrinkage, which 

eliminates the need 
to cut travel bars.

For more details visit   |  danley.com.au
TM

Improved Safety  
Eliminates the sharp edges 

on steel travel bars.

Faster set up & Installation 
Save time and effort on site! 

Say goodbye to cutting 
traditional steel travel bars. 

Quality Assurance 
RynoBar is engineered 
to accurately yield at 

the saw cut joint.

Saves time on site! 
Faster set-up 
& installation. PD3™ Tapered  

Plate Dowel Cradles. 
Now with

RynoBar™ is compatible with the  
full range of Danley™ PD3™ Cradles:  

6mm, 10mm & 20mm

AUS: sales@danley.com.au    |  1300 DANLEY (1300 326 539)
NZ: sales@ramsetreid.co.nz   |  0508 DANLEY (0508 326 539)

Load Transfer SystemsSquare DowelsTM
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Square Dowels

Square Dowels & Sleeves

Part Description UOM Pack Qty Weight (kg)

DWLSQ16X400G Dowel Square 16mm x 400mm - Galv EA 1 1

DWLSQ20X400G Dowel Square 20mm x 400mm - Galv EA 1 1

DWLSQ20X500G Dowel Square 20mm x 500mm - Galv EA 1 2

DWLSQ20X600G Dowel Square 20mm x 600mm - Galv EA 1 2

DWLSQ25X400G Dowel Square 25mm x 400mm - Galv EA 1 2

DWLSQ32X500G Dowel Square 32mm x 500mm - Galv EA 1 4

Square Dowels:
•	 Available in 16, 

20, 25 and 32mm 
standard dowel sizes. 

•	 Dowels made from 
AS/NZS 3679.1, 
Grade 300 steel.

DowelMaster™
Part Description UOM Pack Qty Weight (kg)

DWLSQMAS16X210 DowelMaster™ Square - 16mm x 150-200mm with Stake - White EA 100 9

DWLSQMAS20X260 DowelMaster™ Square-  20mm x 200-250mm with Stake - Yellow EA 100 12

DWLSQMAS25X250 DowelMaster™ Square - 25mm x 200-250mm with Stake & nailing plate - Purple EA 25 5

DWLSQMASNL16 DowelMaster™ Square - Nailing Plate 16mm - White EA 100 1

DWLSQMASNL20 DowelMaster™ Square - Nailing Plate 20mm - Yellow EA 100 1

DowelMaster™:
•	 DowelMaster™ 

available in 16, 20 
and 25mm Sizes.

•	 Dowelmaster™ Nailing 
Plate sold separately.

To learn more, visit us at danley.com.au

Danley™ 20mm 
Diamond™ Dowel Danley™ 20mm 

PD3™ Cradle 
with RynoBar™

Airports, hangers 
and runways

Mining and heavy 
haulage hardstands

Need Load Transfer  
for seriously  
heavy-duty slabs? 

TM

The Danley™ 20mm Diamond™ 
Dowel & PD3™ Cradle with 
RynoBar™ provide Load Transfer 
in heavy duty slab-on-ground 
environments.

Port facilities 
Container terminals

Freight and  
transport facilities

Heavy rail and 
intermodal facilities

Danley™ 20mm 
Hyper ArmourMate™

Don't risk the joint restraint & failure caused by 
misaligned round or square dowels.



Edge Protection
Systems
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Armoured edging systems are suited to 
environments where the concrete floor 
must withstand material handling 
traffic with small hard-wheels 
carrying high-loads on a daily basis.

Product Catalogue | Danley™ AUS & NZ14
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Hyper ArmourMate™

ArmourMate™ Systems

Designed to provide armoured edge protection and load transfer for floors 
that need to withstand high traffic volumes of material handling equipment 
(MHE), the Hyper ArmourMate™ system is manufactured from high-quality, 
cold drawn steel 40mm x 10mm rails that provide superior impact protection

The full joint Hyper ArmourMate™ system is available in a range of profile 
heights for common slab thicknesses and is supplied to site in standard 3 metre 
lengths. Joints are supplied with Danley™ Diamond™ Dowels, providing efficient 
load transfer at the joint. Hyper top rail is available in Black, Galvanised or 
Stainless Steel options. Prefabricated intersections are available on request.

Repairing or extending an existing slab? The ArmourMate™ Hyper Xtend™ system 
is used for the easy repair of joints in aged slabs or for extending existing concrete 
elements to newly poured sections. Suitable environments may include industrial 
floors, ports & container yards, hardstand connections, freight and transport facilities.

WavePlate ArmourMate™

Plate 85 ArmourMate™
Plate 85 ArmourMate™ is designed to be installed at the construction joints in 
heavy duty flooring applications where large concrete shrinkage at the joints is 
expected to occur. The plate that bridges over the gap provides a smooth ride for 
traffic traveling over the joint, minimising wheel damage and impacts. This plate 
allows for up to 85mm of contraction in the joints while maintaining a fully enclosed 
joint gap to prevent debris and other contaminants from filling the joint. 

The full joint Plate 85 ArmourMate™ system is available in a range of profile 
heights for common slab thicknesses and is supplied to site in standard 2.25 metre 
lengths. Danley™ Flanged Dowel Box kits provide efficient load transfer for high 
movement joints. Plate 85™ ArmourMate™ is available in Black and Galvanised 
options. Prefabricated modular intersections are available on request.

The innovative Danley™ WavePlate™ ArmourMate™ utilises disruptive 
joint technology to protect concrete edges and continuously 
supports passing material handling equipment (MHE), providing for 
a smooth, impact-less transition across joints up to 20mm wide. 

The offset design of the WavePlate™ ArmourMate™ improves joint 
performance and serviceability by preventing debris and other contaminants 
from filling the joint – aiding thermal expansion and protecting the load 
transfer mechanism - without the need of a filler or sealant. The continuous 
studding profile provides consistent even anchorage in the concrete.

The full joint WavePlate™ ArmourMate™ system is available in a range 
of profile heights for common slab thicknesses in Black or Galvanised, 
and is supplied to site in standard 2.1 metre lengths. WavePlate™ 
Intersections Nodes are also available in both Black and Galvanised.

ArmourMate™
Systems

The Danley range of ArmourMate™ 
armoured edge systems are 
designed to provide the total joint 
solution, incorporating 3 systems 
in one: armour edging top plates 
and an engineered load transfer 
system which are  interconnected 
by a galvanised sacrificial formwork 
system. ArmourMate™ is available 
in standard sizes and is supplied to 
project quantity requirements.

Product Catalogue | Danley™ AUS & NZ16

NEW  
from Danley™

To learn more, visit us at danley.com.au

Hyper 
Xtend™ 



Pavement 
Systems
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From the externals of distribution centres and 
warehouses, through to footpaths, shared 
bikeways, driveways or the odd tennis court, the 
Danley™ range of pavement formwork systems 
are intuitive systems that enable contractors 
to pour more concrete on a daily basis. 

Product Catalogue | Danley™ AUS & NZ18
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Residential PavementsPaveX™ Joint SystemTM

The PaveX™ Eco-system

Danley™ chairs & spacers are made in Australia  
Complies with the requirements of AS/NZS 2425:2015

Plastic Chairs & Spacers

PaveX™ Expanda™ & Crack-A-Joint™ are 
core components of the broader PaveX™ 
Residential Pavement Eco-system.
Designed and developed in conjunction with councils 
and concrete contractors alike, PaveX™ expansion 
and weakened plane joint solutions are lightweight, 
corrosion-free and are quick & easy to install.

 
Residential Pavements.  
Evolved.

TM

AS/NZS 2425:2015 Compliant

SMART: Fully integrated pavement system.

EFFECTIVE: Reduces maintenance & repair costs.

SAFE: Mitigates trip hazards and public liability exposure.

Product Catalogue | Danley™ AUS & NZ 21

Residential Pavements PaveX™ Joint System TM

PaveX™ Expanda™  
Made in Australia 
Corrosion-free design  
Provides 10mm of thermal expansion 
Fast & easy to use 
Complies with the requirements of  
AS 3727.1:2016 Residential Pavements

Expansion & Construction Joint

PaveX™ Crack-A-Joint™  
Made in Australia 
Corrosion-free design 
Initiates an immediate controlled joint 
Complies with the requirements of  
AS 3727.1:2016 Residential Pavements

Weakened Plane Joint

Product Catalogue | Danley™ AUS & NZ

•	 Driveways

Applications & Environments
•	   Footpaths

•	 Bicycle Paths •	 Urban Streetscapes

•	 Service Vehicle Cross-Overs



PaveX™ Expanda™ Joint System
Product Description
PaveX™ Expanda™ is a core component of the broader PaveX™ 
Residential Pavement eco-system. Designed and developed in 
conjunction with councils and concrete contractors alike, PaveX™ 
Expanda™ is a lightweight, corrosion-free and modular expansion 
joint system that  is quick & easy to install.
Available in 75mm, 100mm and 125mm profiles, PaveX™ Expanda™ 
complies with the requirements of Australian Standard AS 3727.1:2016 
Residential Pavements. Innovative 14mm diameter Glass Fibre 
Reinforced Polymer dowels and sleeves provide load transfer between 
pavement sections. The unique design of the uPVC extruded PaveX™ 
Expanda™ sacrificial formwork profiles provide up to 10mm of thermal 
expansion of concrete and are job site tough.
Proudly designed and developed in Australia, PaveX™ Expanda™ 
is supported by best-in-class specification detail and installation 
guidelines. PaveX™ Expanda™ can be easily added to Council 
Master Specifications and is intuitive to use on site.   

•	 Complies with the requirements 
of AS 3727.1:2016 Residential 
Pavements.

•	 Corrosion-free design, uPVC 
formwork profiles extruded  
to 3 metres in length.

•	 Available in 75mm, 100mm 
and 125mm profiles. 

•	 Supplied in kits - 15 lineal metres 
of joint, complete with all 
PaveX™ components.

•	 14mm diameter GFRP dowels and 
sleeves provide load transfer.

•	 PaveX™ Expanda™ joint formwork 
provides for 10mm thermal 
expansion of concrete.

•	 Innovative formwork channel 
engages the stake bracket, 
dowel sleeves and joiner.

•	 Drive-n-Twist stake and stake 
bracket for levelling of formwork. 
Joiner doubles as a stake tool.  

•	 Clip-on feet help position and 
support the formwork during 
installation & pour.

•	 Formwork supplied with pre-fitted, 
stay-in-place capping. 

•	 PaveX™ Expanda™ load supporting 
capping features a removable 
strip, if joint fillers are specified.

•	 Supplied to site in a simple 
3 pack kit. 

Features & Benefits

Councils/Specifiers: 
•	 Complies with the requirements of 

AS 3727.1:2016 Residential Pavements.

•	 Corrosion-free design, suitable for coastal 
or marine environments, chlorinated or 
salt-water swimming pool surrounds, 
pavements exposed to diesel fuels or 
wastewater treatment plants.

•	 Technical and Installation support tools  
are available.

Distributors:
•	 Complies with the requirements of 

AS 3727.1:2016 Residential Pavements.

•	 Technical and Installation support 
tools are available.

•	 Supplied to site in a simple 3-piece kit.

•	 Simplified pack & kit code naming 
convention and packaging.

Contractors:
•	 Intuitive design – easy to use.

•	 Self-supporting design.

•	 Supplied to site in a simple 3 pack kit.

•	 Kits include components for 15 
lineal metres of PaveX™ joint.

•	 Pour-through capability.

•	 Technical and Installation 
support tools are available. 

Trade Benefits

Residential PavementsPaveX™ Expanda™TM
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PaveX™ Expanda™ HD
Product Description
PaveX™ Expanda™ HD is a core component of the broader 
PaveX™ Residential Pavement eco-system. Designed 
specifically for use in heavy duty residential pavement 
applications including service vehicle cross-overs, 
driveways, shared bikeways and urban screetscapes. 
PaveX™ Expanda™ HD is a lightweight, modular 
expansion joint system that is quick & easy to install. 
Designed for use with 6mm Danley™ Diamond™ 
Galvanised Dowels & Sleeves at 450mm centres, PaveX™ 
Expanda™ HD provides high capacity load transfer 
between pavement sections, to the requirements 
of AS 3727.1:2016 Residential Pavements. 
The unique design of the uPVC extruded PaveX™ Expanda™ 
HD 150mm sacrificial formwork profile provides up to 10mm 
of thermal expansion of concrete and is job site tough. 

Specification Benefits

Councils/Specifiers: 
•	 Complies with the 

requirements of 
AS 3727.1:2016 
Residential 
Pavements.

•	 Technical and 
installation support 
tools are available.

Contractors:
•	 Intuitive design is quick 

and easy to install.
•	 Self-supporting design.
•	 PX150HDSET supplied to 

site in a pack configuration. 
PX150HDSET includes 
components for 15 lineal 
metres of PaveX™ joint. 

•	 Pour-through capability.

AS 3727.1:2016 Expansion Joint Detail

•	 Load bearing expansion joint capping prevents concrete spalling. 

•	 Dowel placed centrally. ½ the slab thickness (150mm). Dowel 
limits differential deflection, provides for load transfer and thermal 
expansion of concrete.

•	 Mesh to terminate at a minimum of 40mm from 
the Construction Joint.

•	 Compressible PaveX™ Expanda™  profiles provide up to 
10mm of thermal expansion of concrete.

Minimum 
30mm cover to mesh

Slab Mesh

1/2 h

h

Provides up to 10mm of thermal 
expansion of concrete.

HD

23Product Catalogue | Danley™ AUS & NZ

Residential Pavements PaveX™ Expanda™ HD TM

Complies with the requirements of 
AS 3727.1:2016 Residential Pavements.

Part Description UOM

PX075KIT PaveX™ 75mm 3m x 5pcs with Capping, Dowels & Accessories Kit KIT

PX100KIT PaveX™ 100mm 3m x 5pcs with Capping, Dowels & Accessories Kit KIT

PX125KIT PaveX™ 125mm 3m x 5pcs with Capping, Dowels & Accessories Kit KIT

PX075C PaveX™ End Cap 75mm x 50pcs Pack PACK

PX100C PaveX™ End Cap 100mm x 50pcs Pack PACK

PX125C PaveX™ End Cap 125mm x 50pcs Pack PACK

Complies with the requirements of 
AS 3727.1:2016 Residential Pavements.

Part Description UOM

PX150HDSET PaveX™ 150mm 3m x 5pcs with Capping & Accessories (Dowels sold separately) SET

PX150C PaveX™ End Cap 150mm x 50pcs Pack PACK

Part Description Pack Qty

DDSLPL06X110G Diamond™ Dowel 6mm - Galv (Trade Pack of 25) 25

DDSLPL06X110S Diamond™ Dowel 6mm - 316 Grade Stainless Steel (Inc Sleeve) 1

6mm Diamond ™ Dowels

Danley™ 6mm Diamond™ Dowels 
Trade Packs are sold separately.

To learn more, visit us at danley.com.au To learn more, visit us at danley.com.au



Residential PavementsPaveX™ Crack-A-Joint™TM

PaveX™ Crack-A-Joint™
Product Description
As an alternative to traditional saw cutting and tooled joints, 
PaveX™ Crack-A-Joint™ induces a controlled crack to the full 
depth of the concrete. 
PaveX™ Crack-A-Joint™ is available in 3 metre lengths, 
with profile heights of 25mm and 38mm which initiate a 
crack in slabs between 75mm and 150mm in depth. 
Extruded in UV stabilised uPVC, PaveX™ Crack-A-Joint™ is 
also suitable for use in pavements in chemically corrosive 
environments including chlorinated or salt-water swimming 
pool surrounds and coastal environments. 
PaveX™ Rip-A-Strip™ capping is also available in Black or Grey 
(sold separately). uPVC PaveX™ Crack-A-Joint™ provides a 
smooth and quiet transition over weakened plane joints.      
PaveX™ Crack-A-Joint™ complies with the requirements of 
AS 3727.1:2016 Residential Pavements.

         
•	 Safety: Eliminates the need for 

saw-cutting, reducing exposure 
to harmful silica dust. Reduces 
the risk of cuts and abrasions 
caused by sharp edges of 
traditional steel profiles. 

•	  Intuitive, easy-to-use design.

•	  Supplied to site in a simple, 
10 piece (30m) pack.

•	  Technical and Installation 
support tools are available.

•	 Reduces the risk of cuts and 
abrasions caused by  sharp edges 
on traditional steel profiles. 

•	 Complies with the 
requirements of AS 3727.1:2016 
Residential Pavements.

•	 Immediately initiates a contraction 
joint in the slab when placed in 
freshly poured wet concrete.

•	 Unique profile compliments 
aggregate interlock which 
facilitates load transfer.

•	 Profile heights of 25mm and 
38mm initiate controlled 
cracks in slabs between 75mm 
and 150mm in depth.

•	 Finish the slab the same day. 
There is no need to return the 
next day for saw-cutting.

•	 PaveX™ Crack-A-Joint™ will 
butt up to any given edge, 
including columns.

Features & Benefits
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Product Description
The Keyjoint System facilitates greater control of joints in 
concrete slabs enabling loads to be transferred between 
adjoining slabs while allowing lateral movement and  
limiting differential vertical deflection. Keyjoint capping 
profiles are sold separately.

•	 Patented, multi-function galvanised steel “stay-
in-place”  formwork system for concrete slabs.

•	 Allows lateral movement between the 
slabs, but limits vertical differential 
deflection between the slabs.

•	 Tighter key taper, giving less differential vertical 
deflection than competitive products.

•	 Keyjoint Expanda™ supplied with 5mm 
close-cell expansion foam. 

•	 Incorporates unique “drive-n-twist”  stake 
system to make installation simple.

•	 Provides a more uniform joint line at a fraction 
of the cost of conventional formwork.

•	 Knock-outs provide for placement of square dowels.
(round dowels can also be used if specified)

•	 Available in 3m lengths to suit five slab thicknesses.

Keyjoint Expanda™

Part Description Pack Qty Weight (kg)
KJ100X3M4STK Key Joint 100mm x 3m with 4 x 350mm Stakes 20/50 64 (20 pack)

KJ125X3M4STK Key Joint 125mm x 3m with 4 x350mm Stakes 20/50 72 (20 pack)

KJ150X3M4STK Key Joint 150mm x 3m with 4 x 350mm Stakes 20/50 80 (20 pack)

KJ200X3M4STK Key Joint 200mm x 3m with 4 x 450mm Stakes 20/50 94 (20 pack)

KJ250X3M4STK Key Joint 250mm x 3m with 4 x 550mm Stakes 20/50 102 (20 pack)

KJEXP100X3.0M05 Key Joint Expanda™ 100mm x 3mtr with 4 x 350mm Stakes- Foam 5mm 10 35

KJEXP125X3.0M05 Key Joint Expanda™ 125mm x 3mtr with 4 x 350mm Stakes - Foam 5mm 10 44

KJEXP150X3.0M05 Key Joint Expanda™ 150mm x 3mtr with 4 x 350mm Stakes - Foam 5mm 10 53

KJEXP200X3.0M05 Key Joint Expanda™ 200mm x 3mtr with 4 x 450mm Stake - Foam 5mm 5 35

KJEXP250X3.0M05 Key Joint Expanda™ 250mm x 3mtr with 4 x 550mm Stakes - Foam 5mm 5 44

KJCBLK12X025BLA Key Joint Capping - 12mm Block  Removable (25mtr roll) 1 3

KJCRIP13X025BLA Key Joint Capping - 13mm Rip A Strip (25mtr roll) - Black 1 4

KJCRIP13X025GRE Key Joint Capping - 13mm Rip A Strip (25mtr roll) - Grey 1 4

KJCSTD10X025BLA Key Joint Capping - 10mm Standard Removable (25mtr roll) - Black 1 2

Pavement Systems Keyjoint & Keyjoint Expanda™

Concrete Slab  Joint Dynamics
Differential deflection  
between slabs
•	 Fatigue between joints.
•	 Concrete failure at joints.
•	 Damage to equipment traversing joints.
•	 Remedial repair.
•	 High repair costs.

Most efficient product
•	 Minimal differential deflection.
•	 Minimise concrete failure at joints.
•	 Reduced damage to equipment.
•	 Less frequent repairs.
•	 Value for money.

Keyjoint &

TM

Keyjoint Rip-A-Strip™ 
capping is available in 2 

colours: Black or Grey 

Complies with the requirements of 
AS 3727.1:2016 Residential Pavements.

Councils/Specifiers: 
•	 Complies with the requirements of 

AS 3727.1:2016 Residential Pavements.

•	 Corrosion-free design, suitable for coastal 
or marine environments, chlorinated or 
salt-water swimming pool surrounds, 
pavements exposed to diesel fuels or 
wastewater treatment plants.

•	 Technical and Installation support tools  
are available.

Distributors:
•	 Complies with the requirements of 

AS 3727.1:2016 Residential Pavements.

•	 Technical and Installation support 
tools are available.

•	 Supplied in a 10 piece (30m) pack. 

•	 Simplified pack kit code naming 
convention and packaging.

Contractors:
•	 No saw-cutting required, eliminates 

any exposure to harmful silica dust.

•	 uPVC Crack-A-Joint™ reduces the risk 
of cuts and abrasions caused by sharp 
edges of traditional steel profiles. 

•	 Intuitive, easy-to-use design.

•	 Supplied in a 10 piece (30m) pack.

•	 Technical and Installation support 
tools are available.

Trade Benefits

Features & Benefits

Allows lateral movement between the slabs, 
but limits vertical differential deflection.

Part Description UOM

CAJ25 PaveX™ Crack-A-Joint 25mm x 3m - Light Grey (Pack of 10) PACK  

CAJ38 PaveX™ Crack-A-Joint 38mm x 3m - Light Grey (Pack of 10) PACK  

CAJCJ PaveX™ Crack-A-Joint 200mm Clip-On Joiner (Pack of 50) PACK  

CAJCG PaveX™ Crack-A-Joint Rip-A-Strip Capping Grey - (60m Roll) PACK  

CAJCB PaveX™ Crack-A-Joint Rip-A-Strip Capping Black - (60m Roll) PACK  

To learn more, visit us at danley.com.au To learn more, visit us at danley.com.au



Expansion Joint 
SystemsMiska™ is an industry leading, innovative 

range of architectural expansion joint 
systems for pedestrian and vehicular traffic 
in commercial construction environments 
including retail centres, indoor and outdoor 
public areas, hotels, hospitals, stadiums, 
schools and multi-level car parks.
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Expansion Joint SystemsRetail JointsTM

Expansion Joint Systems Retail Joints TM
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AC Series

Miska™ Retail Joints

The AC Series of Expansion Joint Cover Systems are a 3 piece solution 
designed to enable safe transition for pedestrians and wheeled traffic over 
expansion joints. The AC Series is designed for environments such as retail 
centres, indoor and outdoor public spaces, airports, hotels, and stadiums.
The AC Series of Expansion joints includes: 

AC2 available in Aluminium or Stainless Steel 
75mm and 100mm Cover Plates options.

ACTP is a Heavy Duty Aluminium option designed 
for a minimal ‘bump’ over the joint.

ACHD is designed for High Load Areas and is available in 6mm 
Super Heavy Duty Aluminium or Stainless Steel Cover Plate options.

RW Series
The RW Series Expansion Joint Cover System is a 2 piece Coverplate that 
is easily installed for use with vinyl or tiled floor finishes, protecting 
against chipping and spalling of tiles and vinyl flooring edges. The RW 
Series has good loading characteristics and is designed for large retail 
areas that experience loading by pallet trolleys, scissor lifts etc. 

Environments include: shopping & retail centres, schools & corridors, 
public buildings, indoor and outdoor public spaces.

The RW Series of Expansion joints includes: 

RWMA for use with vinyl or tiled floor finishes.

RWMA-PC is designed for surface to surface mounting, 
such as polished concrete floors.

Miska™
Retail Joints
The Miska™ range of retail expansion joints 
includes 2 and 3 piece profiles designed for 
smooth transition of pedestrian and wheeled 
traffic. Miska™ retail expansion joints are suited 
for a range of floor coverings including carpets, 
tiles, stone, vinyl, epoxy and polished concrete. 
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MF Series
The MF Series Expansion Joint System is designed for minimum rebate 
installations with a block-out of only 16mm high x 16mm wide. Examples 
of applications include: shopping & retail centres, hospital walkways 
& corridors, public buildings, indoor and outdoor public spaces.

The MF Series is available in Aluminium and Stainless Steel Coverplates.  Suits 
all floor finish types: tiles carpet, stone, vinyl, concrete and epoxy floors.

The MF Series of Expansion joints includes: 

MF suitable for all floor types with a minimum rebate.

MF-PC is designed for surface to surface mounting, 
such as polished concrete floors.

For further information about the full range, visit miska.com.au



Expansion Joint SystemsCar Park JointsTM

Expansion Joint Systems Car Park Joints TM
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CP Series

Miska™ Car Park Joints

The CP Series Expansion Joint System is low-profile, waterproof 
and has a high point load capacity suitable for vehicle and 
pedestrian traffic without moving parts that generate noise.

The CP system is designed for environments such as: retail parking areas 
and multi level car parks, indoor and outdoor public spaces, pedestrian 
bridges & footpaths, heavy duty and emergency vehicle service areas.

SP Series
The SP Series Expansion Joint Cover System is for car parks, footpaths, 
pedestrian and service vehicle areas. It is a two piece system 
which provides a low profile, foot-safe expansion joint cover.

The SP Series is designed for environments such as retail parking areas 
and multi level car parks, Indoor and outdoor public spaces, pedestrian 
bridges & footpaths, heavy duty and emergency vehicle service areas.

Miska™
Car Park Joints
The Miska™ Car Park range of 
expansion joints are manufactured 
from Structural Grade Aluminium 
6061, load rated for 10t vehicles, 
are low profile, slip rated and  
pedestrian-safe. The iconic Miska™ CP 
Series fully waterproof and low-noise 
system sets the industry standard 
as the specifier’s expansion joint of 
choice for multi-level car parks.   
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ACHD Series
The ACHD Heavy Duty Expansion Joint Cover System is 
designed for use in high load areas including car parks, 
where aesthetics are also a consideration. 

The ACHD is also suitable for environments such as convention and 
exhibition centres, stadiums, bulky goods retailers, back of house loading 
areas, pedestrian bridges and public spaces requiring service vehicles. 

For further information about the full range, visit miska.com.au



Chairs, Spacers
& Safety Caps

Manufactured in Australia to 
ISO 9001 Quality Standards, the 
Danley™ range of plastic chairs and 
spacers are designed to support 
reinforcing mesh in a range of 
slab-on-ground applications which 
comply with the requirements 
of AS/NZS 2425:2015.
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Chairs, Spacers & CapsChairs & SpacersTM

Chairs, Spacers & Caps Chairs & Spacers TM
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Residential Chairs & Spacers
Residential 
Chairs & Spacers

Featuring the iconic PodRail™ mesh spacer for waffle 
pod floors, the Danley™ range of plastic chairs 
and spacers for residential slabs comply with the 
requirements of AS/NZS 2425:2015 and are designed 
to get mesh and concrete down with speed and ease.
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Danley™ PodRail™
The Danley™ PodRail™ provides support for mesh in typical residential foam 
pod slabs. Its unique flatness & rigidity gives it the ability to resist sinking into 
pods. Using just 2 PodRails per pod, the Podrail is fast and easy to install, 
saving time and reducing fatigue during set up.		

Part Description Pack Qty

BPODR40S PodRail 40mm with spikes 20
TM

Danley™ PodStar™ Spacer
The PodStar™ acts as a spacer keeping the foam pods at a designed 
110mm spacing forming internal beams of uniform width.		
	

Part Description Pack Qty

BPODS PodStar Spacer 10 TM

Danley™ Trench Mesh Supports
Danley™ Trench Mesh Supports are designed to suit typical 
trench mesh and reinforcement bar sizes used in edge beams.

Part Description Pack Qty

BCTMS Trench Mesh Support for 8-12mm Bar 25

BCTMS016 Trench Mesh Supports for 16mm Bar 25

BCTMSEB300
Trench Mesh Support Edge Beam 

Spacer 300mm
25 TM

AS/NZS 2425:2015 
Compliant

Our range of plastic chairs and spacers are designed to support reinforcing 
mesh in a range of slab-on-ground applications which comply with 
the stringent batch testing requirements of AS/NZS 2425:2015.

To learn more, visit us at danley.com.au



Chairs, Spacers & CapsChairs & SpacersTM

Chairs, Spacers & Caps Chairs & Spacers TM
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Slab-On-Ground Chairs & Spacers
Slab-On-Ground
Chairs & Spacers

Danley™ slab-on-ground plastic chairs and spacers 
are suitable for a range of applications including 
residential paths and bikeways, to heavy duty 
industrial floors and external pavements. Proudly 
manufactured in Australia, all Danley™ chairs 
and spacers comply with AS/NZS 2425:2015.

Product Catalogue | Danley™ AUS & NZ36

AS/NZS 2425:2015 
Compliant

Combination Bar Chairs are used to set the reinforcing bar and mesh to the 
correct position within the concrete. The easy to use, push-on clip mechanism 
allows the bar chair to swing into a vertical position as the mesh is being 
positioned or moved on site.		

Danley™ Combination Chairs

Part Description Pack Qty

BC2540 Combination Bar Chair 25/40mm 100

BC5065 Combination Bar Chair 50/65mm 100

BC5065C Combination Bar Chair Clip-on 50/65mm 100

BC7590 Combination Bar Chair 75/90mm 100

BC85100 Combination Bar Chair 85/100mm 100

Tall Combination Bar Chairs are used to set the reinforcing bar and mesh to the correct 
position within the concrete. For heavy duty, slab-on-ground applications. 
			 

Danley™ Tall Combination Chairs

Part Description Pack Qty

BC105110 Tall Combination Bar Chair 105/110 100

BC115120 Tall Combination Bar Chair 115/120 100

BC125130 Tall Combination Bar Chair 125/130 100

BC135140 Tall Combination Bar Chair 135/140 100

BC145150 Tall Combination Bar Chair 145/150 100

BC155160 Tall Combination Bar Chair 155/160 50

BC165170 Tall Combination Bar Chair 165/170 50

TM

TM

Push-on clip

To learn more, visit us at danley.com.au

Our range of plastic chairs and spacers are designed to support reinforcing 
mesh in a range of slab-on-ground applications which comply with 
the stringent batch testing requirements of AS/NZS 2425:2015.
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Chairs, Spacers & Caps Chairs & Spacers TM
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Danley™ SOG Bar Chairs
The Danley™  SOG (Slab-On-Ground) Bar Chairs are used to set the 
reinforcing bar and mesh to the correct position in deeper slabs cast for 
residential, industrial, commercial and civil slab-on-ground applications.

			 

			  Part Description Pack Qty

BSOG100C SOG Chair 100mm Clip-On 100

BSOG110C SOG Chair 110mm Clip-On 100

BSOG110DC SOG Chair 110mm Double Clip-On 100

BSOG120C SOG Chair 120mm Clip-On 100

BSOG127DC SOG Chair 127mm Double Clip-On 100

BSOG130C SOG Chair 130mm Clip-On 100

BSOG140C SOG Chair 140mm Clip-On 100

BSOG150C SOG Chair 150mm Clip-On 100

TM

Danley™ Combination SOG Clip-On Bar Chair
Combination SOG Clip-On Bar Chair (BCSOG5065C) 
is also suited for use in foundations, swimming pools 
and vertical spray-crete applications as the chair stays 
secured to the mesh and wont slip or dislodge.

		

Part Description Pack Qty

BCSOG5065C Bar Chair SOG Clip-On 50/65 100

TM

Available in a range of sizes, Reid™ Clip-on Mesh Chairs are a versatile fast clip-on support for 
mesh in used precast, tilt-up and suspended slab applications. The mesh chair is designed to clip-
on easily to the intersection of the mesh, providing greater strength and stability.

Reid™ Mesh Chairs

Part Description Pack Qty

MESH20 Clip on Mesh Chair 20mm 100

MESH25 Clip on Mesh Chair 25mm 100

MESH30 Clip on Mesh Chair 30mm 100

MESH35 Clip on Mesh Chair 35mm 100

MESH40 Clip on Mesh Chair 40mm 100

MESH50 Clip on Mesh Chair 50mm 100

MESH60 Clip on Mesh Chair 60mm 100

MESH65 Clip on Mesh Chair 65mm 100

MESH75 Clip on Mesh Chair 75mm 100

MESH90 Clip on Mesh Chair 90mm 100

Fast Clip-on Bar Chairs (FCB’s) are designed to make steel-fixing and traceability easier, with each 
chair identified by cover. FCBs are suitable for bar sizes from 4mm up to 20mm in diameter and are 
used in a range of applications: Precast, Tilt-Up, Suspended decks, Beams, walls and panels.

Reid™ Fast Clip Bar Chairs

Part Description Pack Qty

FCB20 Fast Clip Bar Chair 20mm 100

FCB25 Fast Clip Bar Chair 25mm 100

FCB30 Fast Clip Bar Chair 30mm 100

FCB35 Fast Clip Bar Chair 35mm 100

FCB40 Fast Clip Bar Chair 40mm 100

FCB50 Fast Clip Bar Chair 50mm 100

FCB60 Fast Clip Bar Chair 60mm 100

FCB65 Fast Clip Bar Chair 65mm 100

FCB75 Fast Clip Bar Chair 75mm 100

Slab-On-Ground Chairs & Spacers Reid™ Chairs & Spacers

AS/NZS 2425:2015 
Compliant

Our range of plastic chairs and spacers are designed to support reinforcing 
mesh in a range of slab-on-ground applications which comply with 
the stringent batch testing requirements of AS/NZS 2425:2015.

AS/NZS 2425:2015 
Compliant
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AS/NZS 2425:2015 
Compliant

Reid™ Chairs & Spacers

Designed to support single layered mesh. The easy push on clip mechanism allows the chair to swing 
into a vertical position when lowering the mesh into the form and suits all mesh sizes including Y12 bars.

Reid™ Panel Bar Chairs

Part Description Pack Qty

BCPANEL3040 Bar Chair Panel 30/40mm 100

BCPANEL5060 Bar Chair Panel 50/60mm 100

BCPANEL6575 Bar Chair Panel 65/75mm 100

BCPANEL90100 Bar Chair Panel 90/100mm 100
The Top Deck Chair supports both top mesh and top reinforcing bars in suspended 
decks, thick precast elements and tilt-up panels where stability is critical. Unlike wire 
alternatives, the Top Deck Chair offers a combination of heights, will not rust, will not 
spread under normal construction loads and can still be handled in extreme heat. Top 
Deck Chair features a cross bar between the dual supports which provides for the 
wire-tying of reo, if required.	

Reid™ Top Deck Chairs

Part Description Pack Qty

BPDST6575 Top Deck Chair 65/75mm 50

BPDST090100 Top Deck Chair 90/100mm 50

BPDST110120 Top Deck Chair 110/120mm 50

BPDST130140 Top Deck Chair 130/140mm 50

BPDST150160 Top Deck Chair 150/160mm 50

BPDST170180 Top Deck Chair 170/180mm 50

BPDST190200 Top Deck Chair 190/200mm 50

BCBASE130 Deck Chair Base 130mm Diameter 100

The Bottom Deck Spacer has been designed to support both mesh and large bars in suspended 
decks, precast beams, panels, and tilt-up applications.

Reid™ Bottom Deck Spacers

Part Description Pack Qty

BPDS2530 Bottom Deck Spacer 25&30mm 100

BPDS3540 Bottom Deck Spacer 35&40mm 100

BPDS4550 Bottom Deck Spacer 45&50mm 100

The Reid™ Deck Rail is a continuous plastic spacer for formwork applications. In addition 
to the sets of vertical legs at 75mm centres, centrally positioned support legs provide the 
Deck Rail with the stability and strength required on construction sites.		
	

Reid™ Deck Rail

Part Description Pack Qty

BDR025 Deck Rail 25mm High 25

BDR030 Deck Rail 30mm High 25

BDR035 Deck Rail 35mm High 25

BDR040 Deck Rail 40mm High 25

BDR045 Deck Rail 45mm High 25

BDR050 Deck Rail 50mm High 25

BDR065 Deck Rail 65mm High 25

BDR075 Deck Rail 75mm High 25

BDR100 Deck Rail 100mm High 25

BDRBASE Deck Rail Base 740mm x 90mm 50

Reid™ Circular Spacers
Reid™ Circular Spacers are designed for use in civil precast and commercial 
constructionapplications. The unique design offers 360 degrees of cover. 

Part Description Pack Qty

CA20CR6 Circular Spacer 20mm (3-6mm wire) 100

CB15CR12 Circular Spacer 15mm (8-12mm wire) 100

CB20CR12 Circular Spacer 20mm (8-12mm wire) 100

CB25CR12 Circular Spacer 25mm (8-12mm wire) 100

CB30CR12 Circular Spacer 30mm (8-12mm wire) 100

CB40CR12 Circular Spacer 40mm (8-12mm wire) 100

CB50CR12 Circular Spacer 50mm (8-12mm wire) 100

CB65CR12 Circular Spacer 65mm (8-12mm wire) 100

CB75CR12 Circular Spacer 75mm (8-12mm wire) 100

AS/NZS 2425:2015 
Compliant

Reid™ Chairs & Spacers
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Construction
Safety Products

From the scratch and abrasion 
resistance of the BarGuard, 
through to the industry leading 
anti-impalement protection of the 
LifeGuard™, our range of Danley™ 
construction safety products help 
make your work site safer. 
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Part Description Pack Qty

LIFEGUARD12-20 LifeGuard™ - suits bars 12mm to 20mm - Yellow (Pack of 50) 50

LIFEGUARD24-36 LifeGuard™ - suits bars/pickets 24mm to 36mm - Orange (Pack of 50) 50

REOSOK12-20 ReoSok™ - suits bars 12mm to 20mm - Yellow (Pack of 50) 50

REOSOK24-36 ReoSok™ - suits bars/pickets 24mm to 36mm - Orange (Pack of 50) 50

BARGY100 Bar Guard Safety Cap Yellow (Pack of 100) 100

Danley™ BarGuard
The Danley BarGuard reduces the chance of cuts and abrasions from exposed 
reinforcing bars up to 36mm in diameter. 
They are also able to fit over star pickets and most stakes on safety barriers. BarGuard is 
designed with unique internal fins which ensures sufficient engagement on either star 
pickets or reinforcing bar. 

The internal fins prevent the  BarGuard from being easily dislodged when installed 
throughout the construction site. However they are not designed for high load vertical 
impacts, such as someone falling from a height.

Danley™ LifeGuard™
The unique Danley LifeGuard™ Impalement Prevention Caps guard against exposed 
or protruding reinforcing bars, and are ideally suited to sites that require added 
safety from potential falls from a height. 
The LifeGuard™ is a quick fit cap with a large diameter encapsulated metal insert. It also 
features a centrally raised boss that ensures that the reinforcing bar is retained in the 
sleeve preventing breakout through the side of the sleeve. 

The Danley LifeGuard™ complies with the world’s most stringent impalement protection 
specification and test regime:  The California Occupational Health & Safety [Cal/OHSA] 
Regulations – Section 344.90.

Danley™ ReoSok™
The Danley ReoSok™ is the simplest solution to providing protection 
from exposed or protruding reinforcing bars on-site. 
Providing both impalement protection and scratch resistance, the 
ReoSok™ caps are quick and easy to fit, economical and safe.

Please note:
 The ReoSok™ is not designed for high load vertical impacts, such as someone 
falling from a height unless used in unison with an N12 lacer bar.
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Construction Safety Caps

To learn more, visit us at danley.com.au
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